
L1 H2H1-3AAC-L2L2L1

OPERATINGSAFETY

124124

WARRICK DFC1CO
PROBE-LWCO
PUMP CONTROL

GROUND TO
CASE

N
O

CN
C

R
ES

ET

G

L1

LH
LLCO

NOCNC

L2

LWCO
PROBE

HIGH PROBE

LOW PROBE

 WATER 
COLUMN

L4006A

WITH COIL OPTION

TOGGLE SWITCH
"ON" STEAM
"OFF" HOT WATER

LHL CONTROL

124

PROBE 
PLUG

WARRICK 26C1D1C
PROBE TYPE LWCO

NC RESET
PUSHBUTTON

NO
C

NC

G
LLCO

L1 L2
GROUNDING

LUG

PUMP MOTOR
CONTACTOR

H   N

FUSED DISCONNECT
(BY OTHERS)

115V/SINGLE PHASE

PUMP MOTOR
VOLTAGE

H N HF2HF1LIMIT
CIRCUIT

BURNER CONNECTIONS 

TO PUMP

TO BURNER

POTTSTOWN ENGINEERED PRODUCTS

REF PART

MATERIAL

PART NO.

REV.DWG NO.

REVISIONS
DESCRIPTIONREV. DATE BY

DRW BY

SCALE:

DATE

CHK'D BY
MPH-30/40 STEAM W/ LHL MDT

---

--- -

- -
PWD-2464 ---

7/12/2024
This drawing and all data, information and designs shown hereon
(collectively, the "Drawing") is the property and a trade secret of and
is proprietary to Pottstown Engineered Products.
The Drawing is conditionally loaned to the recipient and is to be
returned forwith to Pottstown Engineered Products. upon request. The 
Drawing is to be kept secret and confidential by the recipient and may 
not be used, copied transmitted or furnished to any other person, or 
enitity, for any purpose whatsoever, without the prior express written
consent of Pottstown Engineered Products.  
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